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PERFORATED PIPE CONNECTION

673

ROOF GUTTER

STRUCTURE

SEE NOTE 5

TO APPROVED

DRAINAGE SYSTEM

6" PERF PVC PIPE

SEE NOTE 2

INFILTRATION
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NOTES:

1. TRENCH SHALL NOT BE LOCATED WITHIN

100' OF A WELL OR 30' FROM ANY PART OF A

SEPTIC SYSTEM.

2. CENTER PERF. PIPE HORIZONTALLY IN

TRENCH.

3. REMOVE SEDIMENT AND FLOATABLES FROM

TYPE 1 CATCH BASIN AT LEAST ANNUALLY

4. KEEP 5' SEPARATION BETWEEN EDGE OF

TRENCH AND OTHERS UTILITIES

5. TYPE 1 CATCHBASIN IF LOCATED IN

DRIVEWAY. YARD DRAIN IF LOCATED IN

LANDSCAPE- 18" NDS MODEL 1882 OR EQUAL

6" DIA. CLEAN

 OUT

GEOTEXTILE

MAX. OVERFLOW ELEV.

= MAX WSE + 0.5'

BEND IF

NEEDED

WASHED ROCK 3/4" - 1 1/2"

6" PERF.

PVC PIPE

ROOF

DOWNSPOUT

TOP OF DRAIN PIPE =

MAX WSE + 1' MIN.

DRAIN PIPE
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GEOTEXTILE

TOP & BOTTOM

SIDE LAP 12" MIN.

6" DIA.

PERF. PVC PIPE

W/ TEE

GRAVEL BACKFILL

FOR DRYWELLS

COMPACTED

BACKFILL

ROOF

 STANDARD  DETAILS
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